Sub: Quotation for supply of Switch Disconnector Fuse units of various capacities.

On Behalf of The Governor of Goa, quotation for the below mentioned work as per the terms and conditions depicted in Annexure-I & II is invited.

Sealed quotation alongwith attached Terms and Conditions duly signed & super scribed on the top of envelop as “Quotation for supply of Switch Disconnector Fuse units of various capacities” should be inserted in the quotation box kept at office of the Executive Engineer, Elect, Dept., Div-VII (O & M) Curchorem on or before 14/06/2018 upto 10.00hrs.

Copy to:-
1) The Superintending Engineer, Elect., Dept., Circle-I, Margao. For information.
3) The Divisional Accountant, Accounts Section, Div-VII, Curchorem……He is requested to be Present on the day of opening.
5) The Director of Information & Technology, IT HUB, 2nd floor, Altinho, Panaji-Goa….With a request to publish the quotation called by this office for supply of Switch Disconnector Fuse units of various capacities” on Goa Govt. State portal by 08/06/2018.

(E-mail sent to stateportal.goa@nic.in)

<table>
<thead>
<tr>
<th>Sr. no</th>
<th>Description of materials</th>
<th>Qty</th>
<th>Rate in figures &amp; words (Rs.)</th>
<th>Amount in figures (Rs.)</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Switch Disconnector Fuse unit with HRC fuses, in powder coated sheet steel enclosure, triple pole with neutral link, suitable earthing arrangement complete with operating handle assembly, door interlock “ON”-“OFF” position indicator. The unit shall be suitable for rated voltage of 415V,50Hz AC-23A utilization category, rupturing capacity not less than 80 KA for 1 second and conform to IS: 13947 part 3-1993/IEC 60947-3-1990 as amended upto date. The HRC fuses shall conform to IS 13703 as amended upto date. Switch Disconnector Fuse Unit shall be of following rated operational current.</td>
<td>12nos.</td>
<td>200Amps</td>
<td>12nos.</td>
</tr>
<tr>
<td>2</td>
<td>Switch Disconnector Fuse unit with HRC fuses, in powder coated sheet steel enclosure, triple pole with neutral link, suitable earthing arrangement complete with operating handle assembly, door interlock “ON”-“OFF” position indicator. The unit shall be suitable for rated voltage of 415V,50Hz AC-23A utilization category, rupturing capacity not less than 80 KA for 1 second and conform to IS: 13947 part 3-1993/IEC 60947-3-1990 as amended upto date. The HRC fuses shall conform to IS 13703 as amended upto date. Switch Disconnector Fuse Unit shall be of following rated operational current.</td>
<td>08nos.</td>
<td>315Amps</td>
<td>08nos.</td>
</tr>
<tr>
<td>3</td>
<td>Switch Disconnector Fuse unit with HRC fuses, in powder coated sheet steel enclosure, triple pole with neutral link, suitable earthing arrangement complete with operating handle assembly, door interlock “ON”-“OFF” position indicator. The unit shall be suitable for rated voltage of 415V,50Hz AC-23A utilization category, rupturing capacity not less than 80 KA for 1 second and conform to IS: 13947 part 3-1993/IEC 60947-3-1990 as amended upto date. The HRC fuses shall conform to IS 13703 as amended upto date. Switch Disconnector Fuse Unit shall be of following rated operational current.</td>
<td>08nos.</td>
<td>400Amps</td>
<td>08nos.</td>
</tr>
</tbody>
</table>

E.M.D. Rs. 4,689/- (Rupees Four Thousand Six Hundred Eighty Nine only)

Last date & time of receipt of quotation: 14/06/2018 upto 10.00hrs.

Date & time of opening of quotation: 14/06/2018 at 10.30hrs.

For more details please visit this office on any working day between 14:30 to 17:00hrs or Goa Govt. state portal.

Make: HPL/ STANDARD ELECTRICALS/HAVELS/ CONTROL & SWITCHGEARS/ INDOASIAN